Docket No. 2658-0312P 
AMENDMENTS TO THE SPECIFICATION 

IN THE SPECIFICATION : 

Before line 1 of the specification, please insert the 
following new paragraph: 

This application is a Divisional of co-pending Application No. 
09/765,672, filed on January 22, 2001, the entire contents of which 
are hereby incorporated by reference and for which priority is 
claimed under 35 U.S.C. § 120; and this application claims priority 
of Application No. P00-3127 filed in Korea on January 22, 2000 
under 35 U.S.C. § 119. 

Please replace the paragraph beginning on page 4, line 10 
(Table 1) , with the following rewritten paragraph: 

Table 1 

Composition of stripper A 



Mono Ethanol Amine 


1.97% 


Methyl Carbitor CARBITOL 


6.97% 


Benzyl Alcohol 


10.87% 


NMP 


11.28% 


Diethyl CARBITOL 


11.19% 


1, 3 -Dimethyl -2 -imidazolidone 


12.32% 


Water 


45.4% 



2 



Docket No. 2658-0312P 
Please replace the paragraph beginning on page 7, line 14, with 
the following rewritten paragraph: 

In the Table 3, 20% TMAH solution means that about 20 wt% TMAH 
is added to de-ionized water. In other words, an example component 
ratio for the thermosetting-resin-eliminating composition according 
to the invention is a mixture including TMAH and CARBITOL having 
the particular formulation of about 10 wt% TMAH, about 40 wt% water 
and about 50 wt% CARBITOL in consideration of water. Though a 
preferred component ratio is TMAH at a weight ratio of about 10 
wt%, but the TMAH component can also be present in an amount as low 
as a weight ratio of about 7 to 8 wt%. It is noted that another 
name for CARBITOL is D (ethylene glycol) ethyl ether , (diethylene 
glycol) -ethyl -ether . 



3 



